	
	
	



UNITED STATES OF AMERICA	DEPARTMENT OF DEFENSE  –  UNITED STATES AIR FORCE	MILITARY CERTIFICATE OF AIRWORTHINESS
1. SERIAL/TAIL NUMBER	2. MANUFACTURER//MDS		3.  MTC/MFR NUMBER(S)
Number	MDS	Click here to enter text.	Number	
4. AUTHORITY AND BASIS OF ISSUE
This airworthiness certificate is issued pursuant to United States Air Force Policy Directive (AFPD) 62-6 and certifies that, as of the date of issuance, the aircraft to which it is issued conforms to the flight authorization cited in Block 3, and is in a condition for safe operation.  The service life limit of this aircraft is [limit].	
5. TERMS AND CONDITIONS
This airworthiness certificate is effective as long as the technical data is current with regard to configuration, maintenance, preventive maintenance, and modifications are performed in accordance with approved maintenance manuals, Air Force Policy Directives and Instructions, the aircraft is operated in accordance with the approved pilot’s flight manual, and the service life limit has not been exceeded.  The approving official has the authority to rescind this certificate when any of the above conditions are not met.
6 ISSUE DATE	7. APPROVING OFFICIAL SIGNATURE	8. OFFICE SYMBOL
Date				Office Symbol	
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MCA TEMPLATE, 20150706	



 Distribution Statement A – Approved for public release; distribution unlimited when not filled in.  Appropriate Distro Statement required for filled in document..



	UNITED STATES OF AMERICA
DEPARTMENT OF DEFENSE  –  UNITED STATES AIR FORCE
MILITARY CERTIFICATE OF AIRWORTHINESS

	9. ADDITIONAL TAIL NUMBERS

	List additional tail numbers here if space beyond that available in Block 1 is needed.
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Instructions for completing this form:
	Block 1
	Tail number or Air Force serial number of the aircraft.  If this is a fleet certificate, list the applicable tail numbers, e.g., “90-01 through 93-12”.

	Block 2
	Airframe prime contractor and the designated Mission Design Series (MDS).

	Block 3
	The number of the flight authorization and all applicable supplemental flight authorization(s).  Insert date of issuance of legacy USAF Airworthiness Certificate, Delegated Technical Authority-issued flight release, or other appropriate legacy certification (e.g., FAA, other Service, etc.) when the PM is issued a flight authorization for a legacy aircraft system.  

	Block 4
	Enter the service life limit (SLL) (equivalent flight hours, cycles, or other appropriate service life measure).  

	Block 5
	No entry required.

	Block 6
	Issue date: the date of the approving official’s signature.  This is the starting date for which the certificate is valid.

	Block 7
	Signature, name and title of the approving official, designated by the Technical Airworthiness Authority (TAA) when the flight authorization is issued in accordance with AFI 62-601 (or SMTC as supplemented by TAA).  Normally this will be the Program Manager (PM) or equivalent.

	Block 8
	Office symbol of the approving official.

	Block 9
	List additional tail numbers here if needed. Ensure the “Page 1 of X” at the bottom of each page reflects the proper number of pages.



	
	
	




